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 (piezoelectric)
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5760 x 1440 dpi
3pl

 33 ppm (A4 eMemo4)*1 /  11 ipm (A4 )*2 /  18 ipm (A4 )*3

 15 ppm (A4 eMemo4)*1 /    6 ipm (A4 )*2 /  9.2 ipm (A4 )*3

7.0 ipm (A4 )
1.7 ipm (A4 )

CIS
600 x 1200 dpi

11  /  (A4, 200 dpi)
32  /  (A4, 200 dpi)

100 ,  (80g/m2)
A4, A5, A6, B5, B6, Letter, Legal, 8.5x13'', 100x148mm, Indian-Legal, 16K(195x270mm), 
4x6in, 5x7in,  (89x127~215.9x1200mm), #10, DL, C6

USB 2.0
 

10~35˚C
20~80%RH

6.1B(A), 47dB(A)
 

AC 100-240V
50~60 Hz

  12 W (ISO/IEC 24712)
 5.0 W
 0.4 W
 0.1 W

 

361mm ( ) x 317mm ( ) x 162mm ( )
4.1  ( )

 

Windows 7, Windows 8/8.1, Windows 10, Windows 11 
Windows Server 2008 
Mac OS X 10.9.5 , macOS 11 

   
 1  15,000  ( )
 2  30,000  ( )
 3  50,000  ( )

 https://www.epson.com.tw/Promotion

 
      https://www.epson.com.tw/Support/ServiceType?pg=2#sn

  Epson 
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EPSON  SEIKO EPSON CORPORATION 

EPSON  EPSON 

 100  15 
www.epson.com.tw

(02) 8786-6688

 Epson 
www.epson-service.com.tw

 QR code 

*1   (ppm)  A4 

*2 ISO 24734 Office Category
*3 ISO 24734 Optional Test
*4 ISO 29183 Test
*3 ISO/IEC 24735 Annex D

Epson 
   T00V100
   T00V200
   T00V300
   T00V400

                  C12C939891

Epson 
 4”x6” (20  / )            S042546
 A4 (20  / )                S042538
 10x15cm (30  / )   S041874
 A4 (20  / )                S041332

 A4 (20  / )                     S041287
720 dpi  A4 (100  / )   S041061

Epson 
   4,700 
 ( )  7,500 

*  ISO/IEC 24712 2007 Test_Pages  A4  


