
 
      
      CIS
      RGB LED
      600 dpi
      1200 dpi
      400,000  (DS-C490) / 300,000  (ES-C320W)  5  ( )
    6,500  (DS-C490) / 3,500  (ES-C320W)

                     DS-C490                   ES-C320W
     (A4 300dpi)   40 ppm /  80 ipm   30 ppm /  60 ipm
     (A4 300dpi)   40 ppm /  80 ipm  30 ppm /  60 ipm
 

 
    
    

     ( ) 20  (80g/m²), 1  (40-413g/m²)
      215.9 × 5,588 mm (DS-C490) / 215.9 × 3,048 mm (ES-C320W)
  50.8 × 50.8 mm
     ( ) 40 - 127g/m², 40 - 413g/m²

 
    USB  High Speed USB 2.0
    Wi-Fi (  ES-C320W) IEEE802.11 a/b/g/n/ac

  
    Windows  Windows 11 , Windows 10, Windows 8/8.1, Windows 7
    Mac  Mac OS X 10.11 , macOS 11 
 

 
      5-35˚C
      15-80%RH

 
     AC 100-240V
     50~60 Hz
       DS-C490 ES-C320W 
 USB   13 W   10 W
    3.6 W   3.3 W
    1.0 W   1.0 W
    0.1 W   0.1 W 
 Wi-Fi         -   11 W
 (  ES-C320W)         -   3.7 W
          -   1.4 W
          -   0.1 W 

&  
     (  x  x )  296mm x 104mm x 125mm
       1.9  (DS-C490) /  1.8  (ES-C320W)

 
      B12B819731 (  50,000 )*1

      B12B819051 (  3,000 )*2

     B12B819651 (  3,000 )*2

      B12B819291

 (RPC)         R33126
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*1   Epson 

*2 
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